## CURRENT AUSTRALIAN STANDARDS FOR PLAYGROUNDS

<table>
<thead>
<tr>
<th>STANDARD NO.</th>
<th>YEAR</th>
<th>DESCRIPTION</th>
</tr>
</thead>
</table>
| AS4685.1     | 2014 | Playground equipment and surfacing  
Part 1: General safety requirements and test methods  
(EN 1176-1:2008 MOD) (Revision of AS4685.1:2004) |
| AS 4685.2    | 2014 | Playground equipment and surfacing  
Part 2: Additional specific safety requirements and test methods for swings  
| AS 4685.3    | 2014 | Playground equipment and surfacing  
Part 3: Additional specific safety requirements and test methods for slides  
| AS 4685.4    | 2014 | Playground equipment and surfacing  
Part 4: Additional specific safety requirements and test methods for cableways  
(EN 1176-4:2008 MOD) (Revision of AS4685.4:2004) |
| AS 4685.5    | 2014 | Playground equipment and surfacing  
Part 5: Additional specific safety requirements and test methods for carousels  
(EN 1176-1:2008 MOD) (Revision of AS4685.5:2004) |
| AS 4685.6    | 2014 | Playground equipment and surfacing  
Part 6: Additional specific safety requirements and test methods for rocking equipment  
(EN 1176-6:2008 MOD) (Revision of AS4685.6:2004) |
| AS 4685.11   | 2014 | Playground equipment  
Part 11: Additional specific safety requirements and test methods for spatial network  
| AS/NZS 4422  | 2016 | Playground Surfacing – Specifications, requirements and test method  
Supersedes AS/nzs4422:1996 |
Supersedes AS2155 1982 and NZS 5828.1 1986 |

## OTHER STANDARDS

<table>
<thead>
<tr>
<th>STANDARD NO.</th>
<th>YEAR</th>
<th>DESCRIPTION</th>
</tr>
</thead>
<tbody>
<tr>
<td>AS/NZS ISO 31000</td>
<td>2009</td>
<td>Risk management—Principles and guidelines</td>
</tr>
</tbody>
</table>
| AS1428.1     | 2009 | Design for access and mobility – General requirements for access – New building work  
2010 Amendment 1. |
| AS1428.2     | 1992 | Design for access and mobility – Enhanced and additional requirements – Buildings and facilities |
| AS1428.3     | 1992 | Design for access and mobility – Requirements for children and adolescents with physical disabilities |
| AS1428.4.1   | 2009 | Design for access and mobility – Means to assist the orientation of people with vision impairment – tactile ground surface indicators  
2010 Amendment 1. |
| AS1428.5     | 2010 | Design for access and mobility – Communication for people who are deaf or hearing impaired |
| AS3533.4.1   | 2005 | Amusement rides and devices  
Part 4.1: Specific requirements – Land-borne inflatable devices |
| AS3533.4.2   | 2013 | Amusement rides and devices - Specific requirements - Contained play facilities (Note: applies to playgrounds in Commercial Premises- Pubs, Shopping Centres, Fast Food Outlets and maybe Educational and Hospitals) |
| AS/NZS 8124.6 | ISO 2011 | Safety of toys - Swings, slides and similar activity toys for indoor and outdoor family domestic use  
Amdt 1 |
| AS/NZS 8124.6 | ISO 2012 | Safety of toys - Swings, slides and similar activity toys for indoor and outdoor family domestic use  
Amdt 1 |
| AS4989       | 2015 | Australian Standard AS 4989: Trampolines for domestic use - Safety aspects |
## DRAFT STANDARDS

<table>
<thead>
<tr>
<th>STANDARD NO.</th>
<th>YEAR</th>
<th>DESCRIPTION</th>
</tr>
</thead>
<tbody>
<tr>
<td>DR AS4685.0</td>
<td>2015</td>
<td>Playground equipment and surfacing Part 0: Development, installation, inspection, maintenance and operation (Revision of AS/NZS 4486.1:1997) – Closing date for comment 12/5/15</td>
</tr>
</tbody>
</table>

**NOTE:** For the purposes of risk management NO DRAFT STANDARD has any status with Standards Australia and should not be referred to in Risk and Audit Assessment Reporting. Draft Standard/s is liable to alteration in light of public comment received. It is not to be regarded as an Australian Standard until finally issued as such by Standards Australia. OTHER STANDARDS